
The Smarter Printing Option for Tablet POS Systems

Small size makes it perfect for any retail 
environment and especially those with limited 
space. It can be used as a top or front access printer.

Quickly, easily and seamlessly integrate with any PC, tablet, laptop or mobile 
device via Wi-Fi. Adaptable with iOS, Android, Windows CE or Windows 
mobile, direct printing from the web browser becomes possible without the 
need to install or update any other drivers.

Easy pair up with tablets and smartphones via NFC or QR code.

Quickly and easily customize receipts with logos, promotional 
messages and barcodes.

A single printer can be dynamically shared across multiple 
tablets with different interfaces.

Stylishly Compact
Two Way Access

Direct Printing from Web Browsers 

Easy Pairing with Mobile Devices

Adaptable

Connectable

TM-m30 is the ideal choice for  retail 

businesses looking to move to a tablet 

POS system that is affordable and easy 

to install. Thanks to ePOS-Print SDK, 

the TM-m30 can easily communicate 

with web-based applications, ensuring 

receipts can be printed quickly and 

efficiently from any mobile device.

Tablet POS Receipt PrinterTM-m30

NFC



 Epson  TM-m30
Specifications
Printing and Paper Feeding   
Direction of receipt ejection "Top" or "Front" user-selectable at installation
Print speed 200 mm/s maximum 
Resolution 203 dpi x 203 dpi
Roll paper width 58 / 80 mm

Characters   
Fronts & Character Size ANK A: 12 x 24 48 cpl (default) 
 ANK B: 10 x 24 57 cpl
 ANK C: 9 x 17 64 cpl
Character Set 95 Alphanumeric, 18 sets International, 128 x 43 extended Graphic

Bar codes and 2D Symbols   
Bar codes UPC-A, UPC-E, JAN8 / EAN 8, JAN13 / EAN13,
 Code39, Code93, Code128, ITF, CODABAR(NW-7),
 GS1-128, GS1 DataBar
2D Symbols PDF417, QR code, Maxi Code, Data Matrix, Aztec,
 Two-dimensional GS1 DataBar, Composite Symbology

Connectivities   
Interface  Built-in USB Type B connector 2.0,Full-speed + Ethernet 10BASE-T/100BASE-TX + 
 Wi-Fi USE port (BS certified Wi-Fi Dongle connected to USB Type A  OT-WL02 (2.4Ghz only) )

Reliability   
Printer mechanism 15 million lines 
Auto Cutter 1.5 million cuts
MTBF 360,000 hours
MCBF 60 million lines

General   
Printer Driver ePOS-Print SDK, Windows Driver (APD), OPOS, OPOS.NET, JavaPOS (Win), 
 JavaPOS (Linux), TM Virtual Port Driver, CUPS Driver(Linux), Mac Driver
Software TM Utility (iOS, Android), TM-m30 Utility(Windows Desktop), EpsonNet Config(Win, Mac), 
 TM Bluetooth Connector, Deployment Tool, Monitoring Tool
Data Buffer 4KB or 45byte
Easy Pairing method NFC (Ethernet / WI-Fi) (Ready only)
Power Consumption Approx. 1.5A (mean)
Color for LED indicators Power: Blue / Error & Paper : Orange
Dimensions  5" x 5" x 5" (127 x 127 x 127 mm)
Weight 2.64 lb/1200g
Color Epson Black, Epson White
Options Customer Display, Wi-Fi Dongle, Tablet Stand, Mounting brackets, External buzzer

Quick Paring

Saving Paper

Option

Touch NFC

Scan QR Code

Customer Display
TM-D30

Auto paper reduction (up to 30%)

Wi-Fi Dongle
OT-WL02

Tablet Stand
OT-ST30

All features and specifications described are subject to change without notice. EPSON is a registered trademark of Seiko Epson Corporation Company 
and product names are trademarks or registered trademarks of their respective companies.

Up to 25% reduction Up to 30% reduction
by reduced top margin

Unit 715-723, 7/F Trade Square,
681 Cheung Sha Wan Road,
Cheung Sha Wan, Kowloon, Hong Kong.
 
HK Sales Hotline
HK Technical Hotline
Macau Hotline

: (852) 2827 871 1 
: (852) 2827 891 1 
: (852) 2850 8065 

Please call our sales hotlines for 
demonstration at our showroom.

www.epson.com.hk

Unit 901, 9/F, Westin Centre, 26 Hung To Road,
Kwun Tong, Kowloon, Hong Kong.
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